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This invention relates to devices for trimming 
or decorating upper portions of doorframes to 
produce a pleasing effect and environment within 
a room or compartment controlled by the door 
of such room. More particularly, the invention 
.deals with a device of this type and kind which 
is unitary in construction, so as to facilitate 
simple merchandising and packaging of the de- 
vice, as well as simple installation thereof. 
The novel features of the invention will be best 
understood ,rom the following description, when 
taken together with the accompanying drawing, 
in which certain embodiments of the invention 
are disclosed and, in which, the separate parts 
are designated by suitable reference characters 
in each of the views and, in which: 
Fig. 1 is a perspective view, illustrating a door- 
frame with one of my improved devices mounted 
thereon. 
Fig. 2 is a diagrammatic side view of a part of 
.the frame showing the device mounted in posi- 
tion thereon; and 
Fig. 3 is a plan and sectional view of the device 
in collapsed or folded position for packaging or 
shipment. 
In Fig. 1 of the drawing, I have indicated at 
|0 a doorframe comprising side-frame strips Il 
and 12 and an upper cross-strip 13 and, at 14, 
I have shown a door hinged to the strip I| to 
swing outwardly with respect to a room or com- 
partment, access to which is controlled by the 
door 4. In other words, the perspective view 
is visuallzed from the interior of a room or 
compartment. 
At | 6 I bave shown one of my improved unitary 
devices to trim, characterize or ornament the 
upper portion of the door, frame |0. The device 
|6 comprises an elongated strip 6, which may 
be termed a bar, rod or frame member, prefer- 
ably made of light material and of any desired 
cross-sectional contour, lor example, a plastic 
strip or bar could be employed and this bar is 
disposed in a hemmed portion |7 of a fabric or 
plastic sheet |6, the hem being disposed adja- 
cent one side edge portion |9 of the sheet, the 
edge of which is preferably scalloped or other- 
wise ornamented, as indicated at 20. 
The flange portion |9 is formed by using a 
facing sheet |9' suitably secured to 19 and 19' 
includes a portion 17', which forms part of the 
hem 17, as clearly illustrated in Fig. 2 of the 
drawing. The other or upper edge 21 of the 
sheet 10 has a portion 22 turned upon itself 
and passed through these portions 2! and 22 at 
spaced interva]s are eyelets, or the like 23, to 

2 
engage suitable fastening devices such, ,or ex- 
ample, as hooks 24 which are flxed to the upper 
portion of the strip 13 of the doorframe. 
The bar or rod 16 extends beyond the ends of 
5 the sheet 18 to form forked pivot or hinge por- 
tions 16', note Fig. 3, with which bent or curved 
ends 25 of brace rods, strips or frame members 
28 are hingedly coupled, as clearly seen in Fig. 3, 
the rods or strips 26 having bracket ends 27 
10 through which a screw or other fastening device 
28 can be passed in securing the bracket ends 
27 to the side strips ! ! and 12 of the doorframe, 
as lllustrated in Figs. 1 and 2 of the drawing. 
With the construction shown, it will be ap- 
15 parent that the entire strip 8, including the 
edges 9, 2 , can be rolled around the bar or 
rod 6 in the manner diagrammatically shown 
in Fig. 3, and the bars 26 folded thereon to form 
-an elongated compact package, which will facili- 
20 tare packaging and shipment thereof. At the 
same rime, it wfll be understood that, when the 
purchaser wishes to install the device, all that 
is necessary is to extend the rods 26 to a position 
at right angles to the rod 6 and then unwind 
2{ the strip 18. Then the fasteuing or coupling 
devices 24 are positioned on the dooframe strip 
13, the eyelets being suitable fbr marking the 
position of the devices 24 on the strip 3, after 
which the eyelets are coupled with the devices 
:-» 24; then the two rods 26 are moved to a position 
on the strips ! and 2, so.as to produce the 
desired or required inclination of the sheet 8 
or extension of the device into the room, after 
which the screws or other fastenings 28 are 
35 employed to secure the brackets 27 to the strips 
I| and |2. 
t will be understood, in this connection, that 
the fastening devices 28 are not absolutely essen- 
. tial, as the brackets 27 may simply rest against 
40 the strips Il and 12, without the need of any 
additional support. Here, it will be desirable 
that the hinge coupling between 28 and 18, or 
|6', will be a frictional hinge, so as to obviate 
free relative movement between the parts. 
45 It will be understood that devices of the char- 
acter described can be produced in any desired 
decorative material to produce the desired dec- 
orative effect over the door opening consistent 
with the cm.tains, draperies and the like em- 
50 ployed in the room, in which the device is to be 
used. The particular shape and contour of the 
sheeting may also be modifled to suit different 
uses and installations. The entire purpose of 
my invention resides in providing over a door- 
55 frame, which is usually blank and unattractive, 
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a device which will produce a more pleasing and 
decorative effect consistent with the room in 
which the door opening is arranged. In the 
home, devices of this type and kind can be em- 
ployed in kitchens, dining rooms, living rooms and 
the like; whereas, in public establishments, such 
as clubs, restaurants, hotels and the like similar 
ornamentation and decorative environments can 
be created. 
Having fully described my invention, vhat 
claire as new and desire fo secure by Letters 
Patent is: 
1. A doorframe trimming device, comprish]g 
a flexible sheet having an upper reinforced 
taching edge, an elongated rod fixed to the lower 
portion of said shect, said rod having ends ter- 
minating ai side portions of the sheet, a pair of 
brace rods pivotally coupled to the ends of said 
first named rod, said sheet being adapted te be 
normally rolled upon the first named rod to as- 
sume a compact mounting thereon, and said 
brace rods being collapsible onto the rolled sheet 
and assuming a position parallel with respect fo 
the first named rod when the device is in col- 
Japsed .position. 
2. A doorframe trimming device, comprising a 
flexible sheet having an upper reinforced attach- 
ing edge, an elongated rod flxed to the lower por- 
tion of said sheet, said rod having ends terminat- 
ing af side portions of the sheet, a pair of brace 
rods pivotalty coupted to the ends of said first 
named rod, said sheet being adapted to be nor- 
maily rolled upon the flrst named rod te assume 
a compact mounting thereon, said brace rods 
being coltapsible onto the rolled sheet and 
suming ,a position parallel with respect to the 
flrst named rod when the device is in collapsed 
position, ree ends of said brace rods having 
larged brackets0 and the brace rods joining the 
first named rod in curved portions. 
3. A doorframe trlmming device, comprising a 
flexible sheet having an upper reinforced at- 
taching edge, an elongated rod fixed to the lower 
portion of said shect, said rod having ends ter- 
minating at side-portions of the sheet, a, pair 
of brace rods pivotally coupled to the ends of said 
lirst named rod, said sheet.being adapted to be 
.normalty rolled upon the first named rod to 
sume a compact mounting thereon, said brace 
rods being collapsible onto the rolled sheet and 
assuming a position parallel with respect to the 
flrst named rod when the-device is in collapsed 
 position, free ends of said brace rods having en- 
larged brackets, the brace rods joining the first 
named rodin curved portions, and the sheet in- 
cluding a projection fiap portion extending be- 
yond said .rod. 
4. _A door£rame trimming device, .comprising 
 a flexible shect having an upper reinforced 
taching edge, an elongated rod fixed to the lower 

portion of said sheet, said rod having ends ter- 
minating at side portions of the sheet, a pair of 
brace rods pivotally coupled to the ends of said 
flrst named rod, said sheet being adapted fo be 
5 normally rolled upon the first named rod fo as- 
sume a compact mounting thereon, said brace 
rods being collapsible onto the rolled shect and 
assuming a position parailel with respect fo the 
flrst named rod when the device is in collapsed 
10 position, free ends of said brace rods having en- 
larged brackets, the brace rods joining the first 
named rod in curved portions, the sheet includ- 
ing a projecting flap portion extending beyond 
said rod, an inner facing for the flap portion, and 
]5 said facing having a part engaging said first 
named rod. 
5. A doorframe trimming device, comprising a 
unitary structure, normally assuming an elon- 
gated compact package and adapted fo be ex- 
20 tended to form a decorative finish at the upper 
portion of a doorframe, said device, when 
tended, comprising a sheet Of flexible material 
having a reinforced upper edge, inc]uding means 
for attachment to the upper cross-rail of a door- 
25 frame, the lower edge portion of the sheet hav- 
ing a transverse member flxed thereto and ex- 
tending at side edges of said sheet, a pair of 
brace members pivotal]y coupled to the ends of 
the first member, and said brace members hav- 
30 ing" bracket ends adapted to bear upon side mem- 
bers of a doorframe.in support of the device on 
the doorframe. 
6. A doorframe trimming device, comprising 
a unitaT structure, normally assuming an elon- 
35 gated compact package and adapted te be 
tended to form a decorative finish af the upper 
portion of a doorframe, said device, when ex- 
tended, comprising a sheet of flexible material 
having a reinforced upper edge, including means 
40 for attachment to the upper cross,rail of a door- 
frame, the lower edge portion of the sheet hav- 
ing a transverse member fixed thereto and ex- 
tending at side edges of said sheet, a pair of brace 
members pivotally coupled to .t ho ends of the 
45 first member, said brace members having bracket 
ends adapted to bear upon side members of a 
doorîrame in support of the device on the door- 
frame, and said sheet having a fiap portion 
tending beyond the first named member. 
50 ROSE S. FEP, RARA. 
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